
Sample

Number

Functional 

Area / Room
Location in Room Substrate  Color of Paint

Lead Content 

(mg/cm
2
)

LBP

Yes/No

Calibration NA NA Standard Calibration 1.0 NA

01 Rm 8 2nd Fl East Center Plaster Cream 19.60 Yes

02 Rm 8 2nd Fl West Center Plaster Cream 17.40 Yes

03 Rm 8 2nd Fl Debris pile Plaster Tan 0.34 No

04 Rm 8 2nd Fl Debris pile Plaster Tan 0.21 No

05 Rm 8 2nd Fl Debris pile Plaster Tan 0.27 No

06 Dine Hall 1st Fl South wall Plaster Yellow 1.80 Yes

07 Dine Hall 1st Fl Norht wall Plaster Yellow 1.20 Yes

08 Dine Hall 1st Fl Debris pile Plaster Cream 0.25 No

09 Dine Hall 1st Fl Debris pile Plaster Cream 0.23 No

10 Dine Hall 1st Fl Debris pile Plaster Cream 0.27 No

11 Hall basemt West  wall Plaster Cream 0.21 No

12 Hall basemt South wall Plaster Brown 0.08 No

13 Hall basemt wall  Painted Brick Cream 1.40 Yes

14 Hall basemt South wall Plaster Cream 0.20 No

Notes:

1.

2.

3.

4. NA = Not Applicable

Building 2 Roof Stabilization

VA Project No. 695-10-220

Samples were analyzed on February 14, 2012

Components that have > 0.7 mg/cm
2
 lead are considered Lead-Based Paint in the State of Wisconsin. 

These materials may be regulated by the WDNR waste disposal regulations. Activities which disturb 

components determined to contain lead are regulated by OSHA.

TABLE 1

XRF PAINT SAMPLE SUMMARY

Milwaukee , Wisconsin

Clement J Zablocki Medical Center

Department of Veterans Affairs

Lead analysis conducted using a Niton X-Ray Fluoresence instrument.

I:\Plunkett Raysich\12424_TO 05-Bldg 2 Roof\Specs\Final 2012-2-24\LBP-XRF v2010-9-22


